
2173-360 ELECTRONIC DIGITAL PROTRACTOR AND LEVEL

Used as level and protractor

Buttons: data hold, zero set, power
on/off, level/protractor

4 work surfaces

The display flips over when the level is
upside down

Calibrated on any surface

CR2032 battery, STAINLESS STEEL
 frame

Packed in leathery pouch
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Insize 2173‐360 Insize digital Protractor Description: Insize Digital protractor Used as level and 
protractor Range: 0‐360 degrees Resolution 0.1 degree: Buttons: data hold zero set power on/off 
absolute and relative measurement: Work surfaces 4 

Aluminum frame. Magnetic bottom with V‐groove for shafts. Zero setting can be made on any 
plain surfaces. Buttons: ON/OFF, ZERO, HOLD (keep the reading). CR2032 battery. Automatic 
power off. 
 

Digital Protractors  

82201B‐00 

1. 360 degree measure range 

2. Display always read upright no matter which way the level is turned 

3. Extruded aluminum frame 

4. Simple calibration requiring no special fixtures 

5. Versatile measuring tool angle finder protractor. Level three in one. 

6. 3V lithium battery 2000 hours in continuous use. 

 

82201B‐0A1.  

360 degree measure range 

2. Display always read upright no matter which way the level is turned 

3. Precision machined stainless frame with MAGNETS 

4. Simple calibration requiring no special fixtures 

5. Versatile measuring tool angle finder. Protractor. Level three in one. 

6. 3V lithium battery 2000 hours in continuous use.  

 

INSIZE PROTRACTOR 

Insize Electronic Digital Protractor and Level  

Insize Electronic Digital Protractor and Level 

0‐360 degrees 

data hold 

zero set 

on/off 

absolute and relative measurement 

4 work surfaces 

display flips over if upside down calibrated on any surface 

.01" resolution 

Item #IS12173‐360  


	2173-360 ELECTRONIC DIGITAL PROTRACTOR AND LEVEL



